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CATEGORY:: Audible Devices
LISTEE: Wheelock Inc., 273 Branchport Ave., Long Branch NJ 07740

Contact: Luy Nguyen (732) 222-6880 Fax (732) 222-5607

DESIGN: Models CSX and CVX electric bells.

Models CSX single stroke bells, Vfollowed by no letter, G or W, followed by -8 or-10 (Gong
size), followed by -12 VAC, -24 VDC or-115 VAC/VDC (Voltage) and followed by R, S, W or
X (Color).

Model CVX vibrating bells, @followed by no letter, G or W, followed by -8 or -10 (Gong size),
followed by -12 VAC or 115 VAC (Voltage), and followed by R, S, W or X (Color).

@ No letter: for indoor use with no guard; G: for outdoor with wire guard, and W: for
outdoor without wire guard.

Refer to listee's data sheet for additional detailed product description and operational

considerations.

INSTALLATION: In accordance with listee's printed installation instructions, NFPA 72, applicable codes and
ordinances and in a manner acceptable to the authority having jurisdiction.

MARKING: Listee's name, model number, electrical rating and UL label.

APPROVAL: Listed as electric bells for use with separately listed electrically compatible fire alarm control
units. Suitable for Class I, Group B, C, and D; Class I, Group F and G hazardous locations.
If this appliance is required to produce a distinctive three-pulse Temporal Pattern Fire Alarm
Evacuation Signal (for total evacuation) in accordance with NFPA 72, 1993 Edition, the

appliance must be used with a fire alarm control unit that can generate the temporal pattern
signal. Refer to manufacturer’s Installation Manual for details.
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